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VALLE 


Your new Argus 03 has many-fine features 
that put it in an advanced)ctass, yet the 
Argus system of Color-Matic settings will 
give you beautiful color slides or black: 
and-white pictures your very first try, 


‘The opposite page shows important parts 
ofthe cheat location. Read this 
book carefully so you will know your 
Argus C8 -before you load your first roll of 

may prevent your missing an 


film, 
imptrtant picture through lack of famili- 
ity with its operation. 











The illustrations in this. book 
may not show the latest m 
changesin product appearance 











Important Parts... 
Color-Matic Settings . 
Using the Rangefinder 
Shutter Speed Settings 
Lens Opening Settings 
Outdoor Exposure Guid 
Loading the Camera 
Unloading . 
Depth in Your Pictures 
Flash Pictures... 
Flash Exposure Guide 
Gare and Servicing 
Filter information . 
Specifications .. 


















Your C3 has a complete range or &djustments for all 
types of pictures, but if you like, fbican be pre-set and 
used as easily as a box camera The Color-Matic set 
tings on lens opening, shutter, and rangefinder dials 
give you correct OUTDOOR exposures for average 
subjects in bright sunlight 


YELLOW MARKINGS are ‘used with ASA1O color films 


RED MARKINGS are~used with Kodachrome II, Ansco- 
chrome 50, Panatomic-X, or any other color or black- 
and-white film that has a film speed of between ASA 25 
and ASA‘50. 


‘The Color-Matic rangefinder setting is at 15 feet, but 
subjects between 9 and 50 feet will be in focus. For 
subjects outside this range, focus with the rangefinder 
(see page 4) 
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rangefinder 





‘The right eyepiece on the back of the camera is the 
rangefinder window. To focus on your subject, sight 
through the rangefinder window and turn the range- 
finder dial with your finger. 

‘The lens is automatically focused when the rangefinder 
image is lined up as shown in the examples below. No 
\gtesswork—no distance scales to set. 

After focusing, shift your eye to the viewfinder (left 
eyepiece) to compose your picture. Hold the camera 
in either a vertical or horizontal position to best suit 
the framing of your subject. 
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Subject out of focus ‘Subject in focus 








‘Turn the shutter speed dial in the direction of fhe arrow until 
the desired setting is opposite the index mark, Set the dial 
directly on the numbers, not in-between. ‘The numbers repre. 
sent fractions of a second. 


1/50 Secont—for NORMAL 
outdoor picture-takin 
such as 6 ‘and peop 
If you are taking pictures 
of ‘moving subjects, use 4 
higher shutter speed such, 
‘ag 1/100 or 1/300. 


4/25 "Second —for all flash 

pictures, This setting can 

{also be used for outdoor pic- 

tures when it is not bright 

enough for 1/50 second or 

if greater depth is needed 
(eee page 10). 












1/100 and 1/300 Seéond — 
Jor. action “pictures, with 
1/300 for the fastest action 
If possible, use one of these 
faster speeds whenever the 
subject is moving or when 
there is a possibility of 
camera movement. 
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jy 81/10 Secont—the slowest 
shutter speed which should 
be used only when the cam: 
era is on a tripod or other 
support. Use this speed for 
maximum. range of sharp: 
ness when necessary, or for 
very dimly lighted subjects. 


Set the shutter re 
lease on “I” for 
regular outdoor and 


flash pictures 


For time exposure 
turn to" B" and hold 
the release down for 
the time desired, Be 
to-support the 


‘a and use a 
lease for 
time exposures. 








lens settings 


‘Turn the front of the lens either way 
until the desired lens opening number 
is opposite the index dot. There are 
three groups of numbers on the lens 
mount so that one can always be gegh 
from the top. Lens openings may: be set 
on or between the numbers. 








Close lens one stop (distante between 
numbers) from chart s@tting for light 
subjects (beach and. srw scenes), Open 
ens one stop for dark subjects (foliage, 
dark flowers, animals) 








It is not always necessary to use the 
shutter speeds in the guide. For in- 
stance, the guide may recommend 1/60 
at {/8. To use 1/100, open the lens one 
stop to f/5.6 to compensate for the fast- 
er speed. If you wanted a speed half as 
fast (1/25), close the lens one stop to f{11. 
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OUTDOOR EXPOSURE GUIDE 
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ing catch at end 
\. aera fea 
(knob with arrow) and 
fim magazine with small end 
up. Pushi in rewind knob, turning if nee- 
essary to engage magazine spool. 





2 Hold magazine in and thread end of 
film leader completely through slot in 
take-up spindle, Be sure film lies straight 


Your Argus C3 uses 35mm film magazines (size 135), 
‘S” 20 or 36 exposures, color or black-and-white film. 


across film track (parallel with opening). 
‘Turn wind knob about one-! 





3 Take up slack with wind knob and 
turn a little more to engage perforations 
on both sides of film on sprocket teeth. 
If sprockets stop turning before teeth are 
engaged in film holes, release film catch 
and continue turning. Close camera back. 


Leaging - ea. 





4 With back closed, tule wind knob as 
far as it will go without forcing. Hold 
down film catch and turn wind knob 
about a quarter furn, release catch, and 
continue to turn knob until it stops. Re- 
peat this Operation. ‘The film is now in 
correct position for the first picture. Set 
exposure counter dial by turning it coun- 
terclockwise to “O”. Counter dial will in- 
dicate number of pictures you have taken. 


Press shutter cocking lever down and 
squeeze shutter release smoothly for each 
picture. Be sure finger does not interfere 
with up-stroke of cocking lever when 
releasing shutter. 


Wind film immediately after each pic- 
ture, Hold down film catch for a quarter 
turn of wind knob, release catch and wind 
until knob stops turning. 





When exposure)éounter 
dial reads 20 or 36, and 
you've taken that last pic- 
ture, yowhave taken all of 
the exposures on the film. 
‘THE*FILM MUST BE 
REWOUND BACK IN- 
TO FILM MAGAZINE BEFORE OPENING 
THE CAMERA BACK. To rewind film, turn 
rewind knob (on‘bottom of camera) in direction 
of arrow, Contiftue winding until dial stops turn- 
ing. Turn a few more times to make certain all of 
the film i§-rewound, then open camera back and 
remove fila magazine. 
Have film processed as soon as possible after ex- 
posing. All types of film may be taken to your 
local Argus dealer for processing. 





‘Even though you focus your 
‘camera lens on a certain dis- 
tanee, the picture will be 
sharp in front of and behind 
the point focused on, This 
“range of sharpness” (depth 
of field) depends on the lens 
opening used and the lens 
focusing distance. 


‘The smaller the lens open- 
ing, and the greater the fo- 
cusing distance, the greater 
is the lens’ range of sharp- 
ness. The range of sharpness 
will beleast when lens is used 
at its largest opening and 
shortest focusing distance. 


| LAGIH Oh Gouh (hike 













opening, range of sharpness is 
ice that only the boy is in focus. 





When an outdoor picture re- 
quires that subjects at more 
than one distance be in jocus, 
use the smallest lens opening 
possible with lighting con- 
ditions you have, To do this, 
‘you may needa shutter speed 
‘slower than you would nor- 
mally use (see page 6). 
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Faking. (lathe (RRM | 


Unscrew the bottom cap of the fish unit and 
insert two size C PHOTOFLASH batteries or a 
BC unit (your Argus dealer ean’ supply them). 
Be sure to use fresh battei 


Plug the flash unit into-the side of the camera. 
Insert a flashbulb (after attaching flash unit to 
camera) by aligning'the pins in the bulb base 
with the slots in‘the socket, then pushing the 
flashbulb straight in DO NOT TWIST BULB 


WHILE INSERTING. Pressing the red button 
on top of the unit ejects the flashbulb. 


FlashBulbs occasionally shatter, and to avoid 
any possible damage, a protective shield of 
translucent material may be used over the face 
of the reflector. Never use flash in an explosive 
atmosphere. 








ALWAYS USE SHUTTER SPEED 
OF 1/25 SECOND (Q) WITH 
ALL TYPES OF FLASHBULBS 


Guide numbers are given in 
the table at the right for com- 
binations of popular films and 
flashbulbs. T'o find the correct 
lens opening to use for each 
flash picture you take, just di- 
vide the distance to the subject 
into the appropriate guide 
number. Be sure to recalculate 
the correct lens opening when- 
ever subject distance changes. 


EXAMPLE: Using Kodachrome IT Day- 
light color film and 25B (blue) bulbs, 
you focus on the subject and the range- 
finder dial reads 10 feet. Divide 10%into 
the guide number (80), and th®-lens 
opening to set on the lens will be £/8 
(80 divided by 10 ~ 8). If the distance 
were 6 feet, the lens opening would be 
£/18 (halfway between f/11 and £/16) 


Your camera can agéany X-delay elec 
tronic flash unit With a flash duration 
of 1/750 seconior longer (such as 1/500 
second). Use’ any shutter speed from 
1/25 104/300 second. Guide numbers 
for electronic flash units are furnished 
by the unit's manufacturer. 


BE SURE TO USE 1/25 SECOND 
WITH ALL TYPES OF FLASHBULBS. 





FLASH EXPOSURE GUIDE 


FILM 9 ——FLASHBULB > Sylvania Press 258 








ASALO Films (Daylight) 52 
Kodachrome I! Daylight 80 











Anscochrome 50 Daylight 125 























Anstochrome 1001 Daylight 180 
FMW FLASHBULB Sylvania 

KodacolorX 180 
‘Ansco Versapan 230 
Kodak Panatomic-X 160 
Kodak Plus-X Pan 300 
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Care 





and cleaning 


‘Your Argus C3 is a fine camef@’and worth car- 
ing for. To keep it in perfect,working order, pro- 
tect it from dust, moistuf®, and heat. Do not 
store the camera in youF car’s glove compart: 
ment or any other»place where temperature 
tends to rise excessively. 

‘The camera’s Jens is ground, polished, and coat- 
ed with extepnte precision. If it needs cleaning, 
blow off the-dust first, then use a soft lens brush, 
or wipe gently with lens cleaning tissue. Use 
lens cleaning fluid sparingly and only if it be- 
comes necessary. Never rub the lens hard. 

See the back page of this booklet for important 
service information. 





Ching filters 


‘The front of your camera lens 
has a built-in recess and stand- 
ard Series V threads to hold 
Series V filters, Just drop the 
filter into the front of the lens 
and use a standard Series V 
lens shade or retaining ring to 
hold it in place, Filters and 
other lens accessories are avail- 
able from your Argus dealer. 


specifications 


FILM SIZE: 35mm film magazine (size 
135), 20 or 36 exposure, color or 
black-and-white film, 


LENS: 50mm f/3.5 Argus Cintar, 
colorcorrected, coated anastigmat, 
lens openings 1/3.5 to {/16; rarigee 
finder coupled focusing, 


SHUTTER: Behind-the.6n8 type 
speeds 1/10, 1/25,<4)60, 1/100, 
and 1/300 second pls B for time 
exposures; standafd ASA cable re: 
lease socketyisyrichronized for flash 
bulbs andiXdelay electronic. flash 
units (see page 12) 








Record your camera's serial number 
(on bottom of camera) and keep it in 
a safe place for future reference. 
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Z SF exposure meter 


“This precision exposure meter slips onto the ae- 
Oratory shoe of your Argus C3 and tells you the 

exact lens opening to use for outdoor pictures, 
‘The LS3 eliminates all guesswork—no matter 
what the lighting may be. Its film speed range is 
from ASA5 to ASA800 for all types of films 
Shutter speed and lens opening scales are 
matched exactly 0 those on your camera, Ask 
your dealer for this purfect accessory for your C3, 
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